
Training of  48” dia. ERDIP installation has begun!! 
Training of 48” dia. S-Type, UF-type ERDIP installation has begun. The EDRIP was adopted to retrofit 
and upgrade Century Trunk Line of LADWP crossing a fault which design displacement will be 4.9 feet 
near LAX airport. The installation of the pipes will be starting shortly.  



The first AWWA OD SIZED GENEX  has been installed in Bay Area !!  

The first AWWA OD sized GENEX has been installed smoothly while getting muddy in the rain in 
South San Francisco, CA.  The GENEX, 8”OD x 280’L, was chosen for the area of crossing San Andreas 
Fault for new residence area water supply pipeline.

For further inquiry, please feel free to contact us.
Kubota Corporation, Pipe Systems Global Marketing & Sales Department

Address : 1-3, Kyobashi 2-chome, Chuo-ku, Tokyo, 104-8307 Japan
E-mail : kbt_g.ironpipe@kubota.com
Web site: https://www.kubota.com

Kubota Membrane USA Corporation, ERDIP Dept., LA Office
Address : 3460 Torrance Boulevard, Suite 302, Torrance, CA 90503 USA
E-mail : kbt_g.erdip-usa@kubota.com

We just started Facebook! Please follow it. https://www.facebook.com/kubotaductileironpipe/

If you wish to unsubscribe to this ERDIP NEWS, please E-mail to kbt_g.ironpipe@kubota.com.


